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●●Thank you for purchasing the product.
●●Please read the safety precaution carefully before installing and using the
remote control.
●●Please read the instruction carefully to understand how to use safely. After
you’ve read it, keep it well.
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Accessories contained in the packing case
Name
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Figure

Specification

Quantity

Usage

Remote control

–

1 piece

Control the unit

Screws

M4×20

2 pieces

Fix the remote control to
the junction box

SAFETY PRECATION
■If
■ the supply cord is damaged, it must be replaced by the manufacturer, its service
agent or similarly qualified persons in order to avoid a hazard.
■This
■
appliance can be used by children aged from 8 years and above and persons
with reduced physical, sensory or mental capabilities or lack of experience and
knowledge if they have been given supervision or instruction concerning use of the
appliance in a safe way and understand the hazards involved.
■Children
■
shall not play with the appliance. Cleaning and user maintenance shall not
be made by children without supervision.
■Make
■
sure to disconnect the power supply before cleaning product.
The following instructions should be strictly observed in order to prevent injury to the users and
other people, or damage to property.
■The
■
degrees of injury or damage that can be occured when the instructions are ignored and if
the product is not used properly have been classified and described by the following indications.

WARNING
CAUTION

Those things shown in this column indicate that there is
possibility of causing death or severe injury.
Those things shown in this column indicate that there is
possibility of causing injury to the users or damage.

■Types
■
of instructions that should be observed have been classified and described by the
following pictorial symbols.
This symbol indicates the
“COMPULSORY” item that must
be followed without failure.

This symbol indicates the item
“PROHIBITED” to do.

WARNING

■■Entrust the agency or professional
staff where you purchased to install it.
If you install it by yourself, it
may cause the electric shock
or fire.

■■Please stop it immediately if abnormal
operation occurs (burnt smell).
You must get the contact with agency
or professional staff where you
purchased.
In case the appliance is used in
abnormal operation, it may
cause the electric shock or fire.
■■Cut off the breaker before touching
the terminal.
Otherwise, it may cause the
electrical shock.

■■Re-install the remote control after
moving, improper installation may
cause the electric shock or fire.
Entrust the agency or
professional staff where you
purchased to install it.

■■It’s prohibited to conduct selftransformation or repair, improper
repair may cause the electric shock or
fire.
Please get the contact with the
agency or professional staff
where you purchased.
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SAFETY PRECATION

CAUTION

■■Don’t expose the remote control
directly to combustible spray.
Otherwise, it may cause the
fire.

■■Don’t operate by wet hands or wash
by water. It’s prohibited to use in high
humidity location such as bathroom.

■■Don’t press the remote control.
It may cause the fault, electric shock
and screen breakage.

■■In winter, when room is heated, don’t
operate the mode [normal ventilation].
Otherwise, condensation water
may drop and dirty the ceiling.

KEY AND DISPLAY DESCRIPTION

1
2
3
4

POWER
OFF/ON

Stop / start the unit.



operate/stand Unit operates, stops or in
-by display
standby mode.

AIR VOL.

Shift air volume between high
notch and low notch.



Air volume
display

VENT.

Switch between heat exchange
and normal ventilation.

TIMER
CANCEL

Quit the mode of timer on and
timer off, and cancel the set.

5 TIME SET
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Ventilation
 display

Set the hour and minute.

6

TIMER ON

Set the hour and minute of timer
on.

7

TIMER OFF

Set the hour and minute of timer
off.

8

▲

Increase the hour / minute in
mode of time set, timer on / off.

9

▼

Decline the hour / minute in
mode of time set, timer on / off.

Clean filter
display

Unit operates in the high / low air
volume.
Unit operates in the heat
exchange mode or normal
ventilation mode.



It shows filter is required to
clean. After cleaning,
simultaneously press the “▲”
and “▼” for 3 seconds, the signal
light for “clean filter” is dark.

Display of
Time set,

timer and
Filter usage

It displays the current time,
operation mode of non-timer or
timer on / off and accumulated
time of filter usage.

OPERATION
1. POWER OFF/ON

POWER OFF/ON

Press the “Power OFF/ON”, the
unit stops/starts.
●● Signal Light is red in the start mode.
●● Signal Light is green in the stand-by mode.
●● No display of signal light when stopping the unit.
●● The unit operates in the last mode before stopping.

Finishing the timer set, clock displays the current time.
NOTE: The key “▲” and “▼” is to adjust the number
increasing or declining by 1, press the key “▲” or “▼”
for 3 seconds to quickly increase or decline.

6. Timer check
Press the “TIMER ON ” and “TIMER OFF” to check.

2. Shift air volume

AIR VOL.

Press the “AIR VOL.” to shift air
volume between high notch and
low notch.

7. Timer cancel
Press the “TIMER CANCEL” to cancel both of timer
on/off.

Hi

Lo

3. Switch ventilation

8. Clean reminder and reset
VENT.

Press the “VENT.” to switch
between heat exchange and normal
ventilation.

HEAT EX.

5. Timer on/Timer off

NORMAL.

4. Time set
●● The initial value is 00:00, “:” doesn’t spark.
●● Press the “TIME SET” for over 3 seconds to enter
into time set mode.
●● When clock (hour) sparks, press the “▲” and “▼” to
adjust the current time, then press “TIME SET” to
confirm the hour.
●● When clock (minute) sparks, press key “▲” and “▼”
to adjust the current time, then press “TIME SET” to
confirm the minute. When pressing “TIME SET” again,
it starts the time and “:” sparks.
NOTE: The key “▲” or “▼” is to adjust the number
increasing or declining by 1, press the key “▲” or “▼”
for 3 seconds to quickly increase or decline.

5. Timer on/Timer off
●● The “TIMER ON” and “TIMER OFF” are invalid
before time set.
●● When pressing the “TIMER ON” and “TIMER OFF”,
it displays the last time set. Initial value is 00:00.
●● Press “TIMER ON” and “TIMER OFF” for 3 seconds,
entering into the set mode of timer on and timer off.
●● Clock (hour) sparks, press “▲” and “▼” to adjust the
current time, then press the “TIMER ON” or “TIMER
OFF” to confirm the hour.
●● Clock (minute) sparks, press “▲” and “▼” to adjust
the current time, then press the “TIMER ON” or
“TIMER OFF” to confirm the minute. When pressing
the “TIMER ON” or “TIMER OFF” again, it starts the
timer mode and the signal light is bright continually.

When the filter is required to clean, the signal lights for
clean filter and clock will have the following displays,
meaning is as below.
Signal
light for
“clean
filter”
Sparkling

Display
Meaning
of filter
usage
condition
F-1
Filter is
used for
1 month.
Sparkling F-2
Filter is
used for
2 months.
Sparkling F-3
Filter is
used for
3 months.
Bright
Dark
Filter is
used for
4 months.

Signal light for
“clean filter”

CLEAN FILTER
Circle  of Display
Description
Signal light for “filter
usage condition”
Circle  of Display
Description

Refer to this instruction for Energy Recovery Ventilator
to clean or replace the filter according to the meaning
written in the above sheet. After cleaning or replacing,
simultaneously press the “▲” and “▼” for over 3
seconds, signal lights for “clean filter” and “filter usage
condition” are dark. If not resetting, signal lights for
“clean filter” and “filter usage condition” are bright.

9. Clear the filter using time to
“0” (only for replacing the filter)
Signal light for “clean filter” doesn’t spark,
simultaneously press the “▲” and “▼” for over 3
seconds, clear the using time to “0” for new filter. It’s
suggested to clear “0” only for replacing the new filter.
Don’t conduct it in normal usage.
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MAINTENANCE AND SPECIFICATION
Routine maintenance

●● Cut off the breaker if abnormal operation occurs.
●● Mop the dirt in the out appearance by a cloth with a little dilute neutral detergent and then
mop it by a dry and soft cloth.
●● Never mop it by gasoline, benzene, dilute, alcohol, abrasive powder, chemical mop, spray
insect killer and etc. Otherwise, it may cause the scratch or distortion.
●● Junction box must be 100 ×100 mm, which requires customer to buy separately. Refer to the
out appearance specification of remote control so that remote control is suitable to junction box.
Recommend to use the incombustible junction box.

Specification
Rated voltage

220V-240V~ 50Hz
3.4W

Weight
Use condition

0.3kg
-10°C~40°C

116

26
40

16

83.2

13

116×120×40
(length×height×width) mm

120

Out appearance
size

UNIT: mm

67

Power

Appearance figure

47.8
70

SAFETY PRECATION
Installation caution
●● Please read the “SAFETY PRECATION” carefully before installation.
●● After installation, please conduct the trial operation to confirm no abnormal operation occurrence,
and introduce the using and maintenance methods to customers according to instruction.

CAUTION

■■Don’t install it in location where
■■Wear the protective tools on
combustible gas may leak.
construction such as gloves.
Otherwise, it may cause the fire
Otherwise, it may cause the
if fuel gas leaks.
cuts or electric shock.
■■Don’t install it in location with high
humidity.
Otherwise, it may cause the
fire.
■■Conduct the wiring connection
according to correct current capacity.
Otherwise, it may cause the
electric leakage, heat or fire.
■■Fix the cable by dedicated parts.
Otherwise, it may cause cable
breakage, heat or fire.
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■■The appliance is not intended for
use by persons (including children)
with reduced physical, sensory or
mental capabilities, or lack of
experience and knowledge, unless
they have been given supervision or
instruction concerning use of the
appliance by a person who is
responsible for their safety.
Children should be supervised
to ensure that they do not play
with the appliance. It may cause
the electric shock or injury.

INSTALLATION
2. Disassemble the top cover

Caution items for remote
control installation location
●● Select the location where is easily installed. (With
the customer permission).
●● Select the location where is dry and not directly
exposed to shine.
●● Select the location where is flat to prevent from
distortion. (Otherwise, it may damage the remote
control or cause the fault if the wall is not flat.)
●● If installation position is excessive high or low, it may
hardly see the display screen, it’s important to select
the position where easily see it. (Standard height is
about 1.5m from the ground)
●● As shown in the following figure, please leave the
enough space around the installation position. Fix the
base of remote control to the standard junction box
(100×100mm) pre-reserved in the wall.
＞30

＞30

UNIT: mm
＞30

1500

Remote
Control

Open the grooving section by your fingernail as shown
in the figure, please be careful to hurt your fingernail.
Slightly remove the top cover, be careful to the
connection between top cover and base, and don’t
break the winding displacement.
Top cover

Base
Grooving
section

Control wire
Winding
displacement

3. Fix the base into the junction box
Put the base into junction box (100×100mm) and note
the direction of base during installation (as shown in
the figure). Fix the base into the junction box
(100×100mm) with the two attached screws by
appropriate strength. Otherwise, it may damage the
resin cover or cause distortion. Loosen the screws
appropriately if found the cover distortion.
Screws
(Accessories)

Wall

Junction box
(100×100mm)

1. Wiring connection
Remove the cable from junction box and open the
base cover. Connect the cable to specified position as
indicated in the figure. Refer to the attached wiring
diagram.
NOTE: Before inserting or connecting the
controller, please be sure to cut off the
breaker. When connecting the cable, peel off
the skin of the cable by 6mm and insert into
the terminal and fix it. Please ensure the skin
of cable is not involved. Otherwise, it may
occur the fire caused by short-circuit among
the cables.
UNIT: mm
COM

Back cover of base

D LOW HIGH

4. Fix the top cover
Fix the top cover to base, close the upside snap joint to
the downside in order, indicated as right figure:
NOTE: Make sure internal cables are not
caught by circuit-board or resin clip.
Otherwise, it may cause electrical leakage.
Don’t press the screen.
Otherwise it may break.
Upside snap
joint bayonet

Downside snap
joint bayonet
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WIRING CONFIGURATION AND FAULT HANDLING
Connection with remote control

Wiring configuration

●● Cut off the breaker before installing or connecting
the remote control.

6:

/RZ

6:

L

High

'DPSHU

D Lo H
i N

&RPPRQ

C

●● Connect the cables according to the wiring diagram,
then fix the base into the junction box (100×100mm) by
the two attached screws, keep the base parallel with
wall and straight and no bending.
Wall

Control wire

Top cover

Handling on common fault
Condition

Solutions

It doesn’t work
with power on.

Is the power connected? Is the
power failure?

After pressing the
key, the unit
doesn’t work.

Is the power connection loose?
Is the connection with ERV right?
Is the wire connected with ERV
loose?

Screws
(Accessories)
Winding
displacement
Junction box

WIRING DIAGRAM
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Please read the instruction in details carefully.
Contact Point Separate Distance Over 3mm.
(Customer Provide)
-240

transformer

FUSE1

Caution items:
●● The dashed line as shown in the figure must be
conducted on spot by construction personnel.
●● Please cut off the breaker before connection.
●● It’s recommended to use the cable for connecting
power main unit and switch, its rated voltage is
300V/500V as stipulation of 60227 IEC 10 (hard wire).
Cross-section area for each core wire is 1.5mm2.
●● When several units operate, quantity of unit is less
than two. Otherwise, it may cause the fire by excessive
current.
●● Wear the protective tools on construction such as
gloves.
●● After wiring connection, please be sure to completely
fix the base cover.
●● Please read the instruction carefully before wiring
connection.

Terminal
Remocon

Hi
Lo
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